VISU-LOK, FASTENER, BLIND
INTERNAL T HREADED, EXTERNAL SLEEVE
LIGHTWEIGHT
MILLABLE HEAD, SELF LOCKING

---

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>NOM. DIA.</th>
<th>A DIA.</th>
<th>C MAX.</th>
<th>DIA.</th>
<th>DIA.</th>
<th>F</th>
<th>H</th>
<th>J DIA.</th>
<th>MAX.</th>
<th>K MAX.</th>
<th>N MIN.</th>
<th>R RAD.</th>
<th>S</th>
<th>T REF.</th>
<th>HOLES</th>
<th>BREAK-OFF LIMITS</th>
<th>PREVAILING TORQUE</th>
<th>DOUBLE SHEAR STRENGTH</th>
<th>TENSILE STRENGTH</th>
</tr>
</thead>
<tbody>
<tr>
<td>PLT130-05-( )</td>
<td>.1635</td>
<td>.268</td>
<td>.266</td>
<td>.1645</td>
<td>.1625</td>
<td>.086</td>
<td>.081</td>
<td>.074</td>
<td>.067</td>
<td>.244</td>
<td>.246</td>
<td>.307</td>
<td>.030</td>
<td>.010</td>
<td>.054</td>
<td>.044</td>
<td>.168</td>
<td>.165</td>
<td>+.088</td>
</tr>
<tr>
<td>PLT130-08-( )</td>
<td>.2590</td>
<td>.472</td>
<td>.454</td>
<td>.2600</td>
<td>.2380</td>
<td>.135</td>
<td>.130</td>
<td>.384</td>
<td>.325</td>
<td>.511</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

---

<table>
<thead>
<tr>
<th>SECOND DASH NUMBER</th>
<th>G GRIP</th>
<th>GRIP RANGE</th>
<th>L REF.</th>
<th>PLT130</th>
<th>MIN.</th>
<th>MAX.</th>
<th>05-( )</th>
<th>06-( )</th>
<th>08-( )</th>
</tr>
</thead>
<tbody>
<tr>
<td>-17</td>
<td>-18</td>
<td>-19</td>
<td>-20</td>
<td>-21</td>
<td>-22</td>
<td>-23</td>
<td>-24</td>
<td>-25</td>
<td>-26</td>
</tr>
<tr>
<td></td>
<td>1.094</td>
<td>1.095</td>
<td>1.157</td>
<td>1.221</td>
<td>1.344</td>
<td>1.406</td>
<td>1.469</td>
<td>1.531</td>
<td>1.594</td>
</tr>
<tr>
<td></td>
<td>1.032</td>
<td>1.056</td>
<td>1.127</td>
<td>1.212</td>
<td>1.283</td>
<td>1.346</td>
<td>1.409</td>
<td>1.470</td>
<td>1.532</td>
</tr>
<tr>
<td></td>
<td>1.094</td>
<td>1.095</td>
<td>1.157</td>
<td>1.221</td>
<td>1.344</td>
<td>1.406</td>
<td>1.469</td>
<td>1.531</td>
<td>1.594</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>-27</td>
<td>-28</td>
<td>-29</td>
<td>-30</td>
<td>-31</td>
<td>-32</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>1.719</td>
<td>1.720</td>
<td>1.781</td>
<td>1.844</td>
<td>1.906</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>1.657</td>
<td>1.717</td>
<td>1.720</td>
<td>1.782</td>
<td>1.845</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>1.595</td>
<td>1.656</td>
<td>1.781</td>
<td>1.844</td>
<td>1.906</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>1.561</td>
<td>1.624</td>
<td>1.844</td>
<td>1.906</td>
<td>2.031</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>1.585</td>
<td>1.648</td>
<td>1.906</td>
<td>2.031</td>
<td>2.031</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>1.523</td>
<td>1.624</td>
<td>1.906</td>
<td>2.031</td>
<td>2.031</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

---

*NOTE: AVAILABLE IN -05 DIAMETER*
PROCUREMENT SPEC: ESCBB-2 CLASS 3, EXCEPT AS SPECIFIED HEREIN.

MATERIAL:
- SCREW: ALLOY STEEL PER AMS6382, AMS6349, AMS6322 OR AMS-S-6758.
- SLEEVE: CORROSION RESISTANT STEEL: 303 OR 304 PER AMS-QQ-S-763, AMS 5639 OR AMS 5641.

HEAT TREAT:
- NUT & SCREW: HEAT TREAT MACHINED PARTS PER AMS-H-6088, AND HEAT TREAT HEADED OR FORGED PARTS PER AMS2770.
- SCREW: HEAT TREAT PER AMS2759, APPROXIMATELY 180,000 TO 200,000 PSI TENSILE (HRC 39-43).
- SLEEVE: AS REQUIRED FOR PERFORMANCE.

FINISH:
- SCREW: CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2. CADMIUM PLATE PER NAS672 IS PERMISSIBLE PROVIDED IT IS FOLLOWED BY A DICROMATE POST TREATMENT PER AMS-QQ-P-416.
- SLEEVE: PASSIVATE PER AMS2700. CADMIUM PLATE PER AMS-QQ-P-416, TYPE I, CLASS 3.

LUBRICANT:
- NUT: WWM CARBO-WAX, PARAFFIN WAX AND/OR CETYL ALCOHOL PER AS87132.
- SCREW & SLEEVE: DRY FILM LUBE PER AS5272 TYPE I OR MIL-PRF-81329, WWM CARBO-WAX, PARAFFIN WAX, AND OR CETYL ALCOHOL PER AS87132.

PART CODE & EXAMPLE:
- PLT130 - 05 - 05
GRIFF LENGTHS IN 1/16THS
NOMINAL BODY DIAMETER AS TABULATED
BASIC PART NUMBER, SELF LOCKING BLIND FASTENER

GENERAL NOTES:
1. OUTSIDE DIAMETER OF HEAD OF SCREW AND OUTSIDE DIAMETER OF SLEEVE SHALL NOT EXCEED MAXIMUM "D" DIAMETER.
2. REMOVE ALL LOOSE OR HANGING BURRS.


THE PRODUCT DESCRIBED BY THIS DRAWING IS "EQUIVALENT TO" AND "INTERCHANGEABLE WITH" THE MANUFACTURER'S PRODUCT LISTED BELOW EXCEPT FOR THE HEAD IDENTIFICATION MARKINGS, COLOR, AND SELF-LOCKING FEATURE. EXISTING STOCK MAY BE REWORKED TO INCORPORATE THE LOCK. WHEN THESE REWORKED FASTENERS ARE SUPPLIED, THE HEAD IDENTIFICATION MAY BE AS SHOWN BELOW:

MANUFACTURER'S IDENTIFICATION: (OPTIONAL)
LETTER "N" DESIGNATES MONOGRAM AEROSPACE FASTENERS.
LETTERS "VS" DESIGNATE VOI-SHAN.

6. CONCENTRICITY OF NUT HEAD CONICAL SURFACE TO "D" DIAMETER SHALL BE WITHIN .005" T.I.R., EXCEPT OVER INDENTATIONS.

STANDARD FINISHES AND LUBES ARE SHOWN ABOVE. REFER TO ESCBB-4 FOR SPECIAL FINISHES AND/OR LUBES, IF REQUIRED.

HALF-GRIFF SIZES MAY BE ORDERED BY ADDING (.5) TO THE GRIP DASH NUMBERS.

EXAMPLE: PLT130-04.5 INDICATES A NOMINAL GRIP LENGTH OF 4.5 SIXTEENTHS = 0.281".
THE GRIP RANGE FOR THESE HALF-GRIFF SIZES WILL BE NOMINAL GRIP +.031"-.030"
THE BASIC "G" DIMENSION WILL BE NOMINAL GRIP +.031" AND THE OVERALL SCREW LENGTH "L" DIMENSION MAY VARY AT MANUFACTURER'S OPTION.

DISTORTION OF "D" DIAMETER SHALL NOT PREVENT INSERTION OF THE FASTENER INTO A RING GAUGE OF LENGTH EQUAL TO ONE DIAMETER AND DIAMETER EQUAL TO MAXIMUM "D" MAX +.002". FORCE FOR INSERTION SHALL NOT EXCEED FIVE (5) POUNDS.

STANDARD GRIP LENGTHS ARE AS TABULATED, SHORTER OR LONGER GRIPS THAN THOSE LISTED MAY BE AVAILABLE AS SPECIALS.
ON GRIP LENGTHS SHORTER THAN THOSE LISTED, THE BREAKOFF LIMITS AND PREVAILING TORQUES AS TABULATED DO NOT APPLY.

DIMENSIONS ARE EXCLUSIVE OF LUBRICATION.